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All specifications correspond to the technology used at time of  publication. 
We reserve the right to make improvements and changes of a technical naturre at any time.

Insulated Enclosures KU 4187
to DIN 43 880 for installation in distribution cabinets
70 mm depth

• Module widths 17.5 mm
• Nominal depth 64 mm for overall panel  
 depth maximim 70 mm to DIN 43 880
• Selectable enclosure configurations
 - without terminals
 - with plug-in terminals
 - with printed circuit board terminals
 - with box terminals
 - with various terminal combinations
• Suitable for application for upto two PCBs
 with terminals and additional PCB for   
 display or control elements on the    
 enclosure front
• Enclosure openings for connection    
 terminals and control elements on request
• Base plates available with side walls for  
 mounting of PCB assemblies

Technical Data

Order reference:   
Closed:  0060230
Plug in terminal:  0060132
PCB terminal:  0060131
Box terminal:  0060290

External dimensions: 17.5 x 90 x 71

Enclosure material:  PC - GF, light grey RAL 7035 
  Base plate: dark black RAL 9005

Temperature stability: 
complying with UL 746 B: 115 °C 

complying with to Vicat 
ISO 306            Meth. B:  145 °C
compl. with EN 75-2  (1,8 MPa):  136 °C 
                                  (0,45 MPa):  142 °C
 
Max. permitted power dissipation: 6 W for stand-alone enclosure 
  at normal climate 23/50-1  ISO 554

Specific thermal resistance: Rth = 15 K / W
Flame retardancy 
complying with UL 94: V-0 
complying with IEC 60 707: BH 2-30

Enclosure fastener: snap-on fastener on top hat rail EN 60 715

Creepage current resistance: CTI 175  insulated material III a IEC 60 664-1 

Type of protection:    IEC 60 529 
Enclosure:  IP 40 
Base plate:  IP 30 (connector cut outs IP 20)

Print area:  16.5 x 41.5 mm

Print circuit board:  See printed circuit board design

Printed circuit board mounting:  fixed to the base by screws and / or  
  by the side walls

KU 4187 with box terminals

More information 
see brochure G27
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Exploded view Dimensions
M
37
20
_a

M
3
7
2
1
_
b

M
37
22
_a

M
37
23
_a

A-A 

M
35

67
_b

A

A

+0,5

3589
,8

42
,7

45
,1

160,85

43,9
64

17,5

Hutschiene
DIN EN 60715

19,55

62
,4

5

85
,4

5

6,8

44
2,6

14,8
11

C-C 
M

35
69

_c

C

C

+0,517,5

35
,2

45
,1

42
,7

160,85

64
43,9

Hutschiene
DIN EN 60715

6,8

34

10
5,

6

2,6

14,8
11

B-B 

M
35

68
_b

B

B

+0,5

3589
,8

45
,1

42
,7

64
43,9

17,5

160,85

Hutschiene
DIN EN 60715

6,8

33

2,6

14,8
11

D-D 

Index Änderungen Datum Name

Datum Name
Bearb.

Gepr.

Norm

Maßstab

Blatt

Folge-Bl.

Verwendung

E. DOLD u. SÖHNE KG
Furtwangen (Schw.)

Benennung

Englisch
ZNR

Allgemeintoleranz Oberflächen-
angaben nach

Ers. f.:

Deutsch

FranzösischM3476

 
20.12.2005
 

A41:1

1 

 

KU4187

Gehäuse
 

K:\Produkte_Inventor\99-Gehaeuse\KU4187\ZN_und_Modelle_in_Arbeit\Typenuebersicht\0057922_KU4187.iam

 
 

 

  

M3476
M3483
M3550

U
nt

er
la

ge
 u

rh
eb

er
re

ch
tli

ch
 g

es
ch

üt
zt

A
lle

 R
ec

ht
e 

vo
rb

eh
al

te
n

A
LL

 R
IG

H
TS

 R
E

S
E

R
V

E
D

KB
LA
AV
AVB
VFM
FE
E
QW
EK
EKK
KF
W
ST
EF
MF
AI
AII
AIII
MAE
EM
PAC
WV
GV
RV
RV/pa
PM
K
MP
FK

2
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1
 
 
 
 
 
 

D

D

M
34

76
_b

li      ft

a 05/093 10.02. li   ft  ca

ca09.03.05

b 05/780 20.12. li  ho  ca

89
,8

42
,7

45
,1

43,9
64

17,5 +0,5

162

Hutschiene
DIN EN 60715

1

2,5
15,6

6,8

3

closed

plug in terminals

PCB terminals

box terminals

Rail

Rail

Rail

Rail



3
KU 4187 / 17.09.12 en

Printed circuit board design

Inhibited surface, 
1) Tolerance at DIN EN 60 249-2-4

Holes ø 2,4 on request for cylindrical screws ISO 1207 M2x4
General tolerance: PERFAG 2 E

with 4 x 2 pole box terminals RM 8,9 mm

Notes:  
 only for KU 4187 (1 TE-Enclosure) 
 with PCB guide in the front
 PCB using in all width: 
 see 22 , no PCB guiding in front at 1 TE-Enclosure 
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E. DOLD & SÖHNE KG • D-78114 Furtwangen
e-mail: GV-Vertrieb@dold.com • internet: http://www.dold.com

• PO Box 1251 • Telephone (+49) 77 23 / 654-0 • Telefax (+49) 77 23 / 654-356


